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or in fulfilling a minimum data avail-
ability requirement. You must use all 
the data collected during all other pe-
riods in assessing the operation of the 
control device and associated control 
system. 

(1) Monitoring system breakdowns, 
repairs, preventive maintenance, cali-
bration checks, and zero (low-level) 
and high-level adjustments; 

(2) Periods of non-operation of the 
process unit (or portion thereof), re-
sulting in cessation of the emissions to 
which the monitoring applies; and 

(3) Start-ups, shutdowns, and mal-
functions. 

§ 63.7121 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations standard? 

(a) You must demonstrate contin-
uous compliance with each emission 
limitation in Tables 1 and 2 to this sub-
part that applies to you according to 
the methods specified in Tables 5 and 6 
to this subpart. 

(b) You must report each instance in 
which you did not meet each operating 
limit, opacity limit, and VE limit in 
Tables 2 and 6 to this subpart that ap-
plies to you. This includes periods of 
startup, shutdown, and malfunction. 
These instances are deviations from 
the emission limitations in this sub-
part. These deviations must be re-
ported according to the requirements 
in § 63.7131. 

(c) [Reserved] 
(d) Consistent with §§ 63.6(e) and 

63.7(e)(1), deviations that occur during 
a period of startup, shutdown, or mal-
function are not violations if you dem-
onstrate to the Administrator’s satis-
faction that you were operating in ac-
cordance with § 63.6(e)(1). The Adminis-
trator will determine whether devi-
ations that occur during a period of 
startup, shutdown, or malfunction are 
violations, according to the provisions 
in § 63.6(e). 

(e) For each PSH operation subject to 
an opacity limit as specified in Table 1 
to this subpart, and any vents from 
buildings subject to an opacity limit, 
you must conduct a VE check accord-
ing to item 1 in Table 6 to this subpart, 
and as follows: 

(1) Conduct visual inspections that 
consist of a visual survey of each stack 

or process emission point over the test 
period to identify if there are VE, other 
than condensed water vapor. 

(2) Select a position at least 15 but 
not more 1,320 feet from the affected 
emission point with the sun or other 
light source generally at your back. 

(3) The observer conducting the VE 
checks need not be certified to conduct 
EPA Method 9 in appendix A to part 60 
of this chapter, but must meet the 
training requirements as described in 
EPA Method 22 of appendix A to part 60 
of this chapter. 

(f) For existing lime kilns and their 
associated coolers, you may perform 
VE measurements in accordance with 
EPA Method 9 of appendix A to part 60 
in lieu of installing a COMS or PM de-
tector if any of the conditions in para-
graphs (f)(1) or (3) of this section exist: 

(1) You use a FF for PM control, and 
the FF is under positive pressure and 
has multiple stacks; or 

(2) The control device exhausts 
through a monovent; or 

(3) The installation of a COMS in ac-
cordance with PS–1 of appendix B to 
part 60 is infeasible. 

[69 FR 416, Jan. 5, 2004, as amended at 71 FR 
20467, Apr. 20, 2006] 

NOTIFICATION, REPORTS, AND RECORDS 

§ 63.7130 What notifications must I 
submit and when? 

(a) You must submit all of the notifi-
cations in §§ 63.6(h)(4) and (5); 63.7(b) 
and (c); 63.8(e); (f)(4) and (6); and 63.9 (a) 
through (j) that apply to you, by the 
dates specified. 

(b) As specified in § 63.9(b)(2), if you 
start up your affected source before 
January 5, 2004, you must submit an 
initial notification not later than 120 
calendar days after January 5, 2004. 

(c) If you startup your new or recon-
structed affected source on or after 
January 5, 2004, you must submit an 
initial notification not later than 120 
calendar days after you start up your 
affected source. 

(d) If you are required to conduct a 
performance test, you must submit a 
notification of intent to conduct a per-
formance test at least 60 calendar days 
before the performance test is sched-
uled to begin, as required in § 63.7(b)(1). 
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(e) If you are required to conduct a 
performance test, design evaluation, 
opacity observation, VE observation, 
or other initial compliance demonstra-
tion as specified in Table 3 or 4 to this 
subpart, you must submit a Notifica-
tion of Compliance Status according to 
§ 63.9(h)(2)(ii). 

(1) For each initial compliance dem-
onstration required in Table 3 to this 
subpart that does not include a per-
formance test, you must submit the 
Notification of Compliance Status be-
fore the close of business on the 30th 
calendar day following the completion 
of the initial compliance demonstra-
tion. 

(2) For each compliance demonstra-
tion required in Table 5 to this subpart 
that includes a performance test con-
ducted according to the requirements 
in Table 4 to this subpart, you must 
submit the Notification of Compliance 
Status, including the performance test 
results, before the close of business on 
the 60th calendar day following the 
completion of the performance test ac-
cording to § 63.10(d)(2). 

§ 63.7131 What reports must I submit 
and when? 

(a) You must submit each report list-
ed in Table 7 to this subpart that ap-
plies to you. 

(b) Unless the Administrator has ap-
proved a different schedule for submis-
sion of reports under § 63.10(a), you 
must submit each report by the date 
specified in Table 7 to this subpart and 
according to the requirements in para-
graphs (b)(1) through (5) of this section: 

(1) The first compliance report must 
cover the period beginning on the com-
pliance date that is specified for your 
affected source in § 63.7083 and ending 
on June 30 or December 31, whichever 
date is the first date following the end 
of the first half calendar year after the 
compliance date that is specified for 
your source in § 63.7083. 

(2) The first compliance report must 
be postmarked or delivered no later 
than July 31 or January 31, whichever 
date follows the end of the first half 
calendar year after the compliance 
date that is specified for your affected 
source in § 63.7083. 

(3) Each subsequent compliance re-
port must cover the semiannual report-

ing period from January 1 through 
June 30 or the semiannual reporting 
period from July 1 through December 
31. 

(4) Each subsequent compliance re-
port must be postmarked or delivered 
no later than July 31 or January 31, 
whichever date is the first date fol-
lowing the end of the semiannual re-
porting period. 

(5) For each affected source that is 
subject to permitting regulations pur-
suant to part 70 or part 71 of this chap-
ter, if the permitting authority has es-
tablished dates for submitting semi-
annual reports pursuant to 
§§ 70.6(a)(3)(iii)(A) or 71.6(a)(3)(iii)(A) of 
this chapter, you may submit the first 
and subsequent compliance reports ac-
cording to the dates the permitting au-
thority has established instead of ac-
cording to the dates specified in para-
graphs (b)(1) through (4) of this section. 

(c) The compliance report must con-
tain the information specified in para-
graphs (c)(1) through (6) of this section. 

(1) Company name and address. 
(2) Statement by a responsible offi-

cial with that official’s name, title, and 
signature, certifying the truth, accu-
racy, and completeness of the content 
of the report. 

(3) Date of report and beginning and 
ending dates of the reporting period. 

(4) If you had a startup, shutdown or 
malfunction during the reporting pe-
riod and you took actions consistent 
with your SSMP, the compliance re-
port must include the information in 
§ 63.10(d)(5)(i). 

(5) If there were no deviations from 
any emission limitations (emission 
limit, operating limit, opacity limit, 
and VE limit) that apply to you, the 
compliance report must include a 
statement that there were no devi-
ations from the emission limitations 
during the reporting period. 

(6) If there were no periods during 
which the continuous monitoring sys-
tems (CMS) were out-of-control as 
specified in § 63.8(c)(7), a statement 
that there were no periods during 
which the CMS were out-of-control 
during the reporting period. 

(d) For each deviation from an emis-
sion limitation (emission limit, oper-
ating limit, opacity limit, and VE 
limit) that occurs at an affected source 
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